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EDP300 Natural Gas Operation
Ordering option P8

Notes:
1. The usage of the PositionMaster with natural gas is only permitted in type of protection “Intrinsic Safe”.
2. Ifthe Position Master is used with natural gas, the venting of the PositionMaster has to be routed safely to outside

the hazardous area.

. If the PositionMaster uses natural gas instead of compressed air, the maximum ambient temperature is 60 °C.

Only Position Master models with ordering option P8 may be operated with natural gas.

The natural gas operation can only be accomplished with clean, dry, non-sulfurous, additive-free natural gas.

Do not operate the Position Master with natural gas in closed or non-ventilated areas.

Natural gas continuously vent through the Position Master housing and must always be directed away from the

PositionMaster to a safe discharge area outside the hazardous area, by piping or tubing connected to the

PositionMaster vent ports.

8. Special care must be taken during maintenance activities at or near the positioner and actuator because of the
presence of pressurized natural gas. Depressurize and vent actuators and devices connected to the pressurized
natural gas supply carefully to a non-hazardous atmosphere, and wait several minutes for complete
depressurization.

No v

Electrical
Connections

1/4" NPT . XEEIITB
housing opening housing opening
for venting for venting
natural gas natural gas

Parts must be
removed

9. Vent tubing connection requirement, shown as VENT A & VENT B (above), is ¥4” NPT. The tubing size for
Vent A & Vent B should match the supply tubing size.

10. The vent tubing system at VENT A must be designed and implemented to minimize the back pressure to less than
1 PSIG.
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Note

We reserve the right to make technical changes or
modify the contents of this document without prior
notice.

With regard to purchase orders, the agreed
particulars shall prevail. ABB does not accept any
responsibility whatsoever for potential errors or
possible lack of information in this document.

We reserve all rights in this document and in the
subject matter and illustrations contained therein.
Any reproduction, disclosure to third parties or
utilization of its contents — in whole or in parts — is
forbidden without prior written consent of ABB.
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